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HYDRAULIC PASSENGER LIFTS

HYDRATEC S

Cost-effective hydraulic passenger lift designed to provide standardised
solutions for differing building configurations. This product complies with all
of the relevant UK standards and regulations as of January 2015.

9 EN81 -2 Lift Directive.

9 EN81-70 DDA conformity.

q EN81-28 Remote communication conformity.

T Return to ground in the event of fire (Full EN81 -73 upgrade available).

T Building Regulations 2010 - Approved document M - Access to and use
of buildings

Main Features

q Machine room less design (integrated control cabinet).

q 8, 10 and 13 person lifts as standard.

q Single entry, open through and adjacent solutions available.

q Stainless steel car/landing doors and frames as standard.

q 900mm wide side opening doors as standard - two hour fire -rated.

q Car and landing indicators at all floors.

T Down collective control.

q Fault logging and event history for ease of maintenance.

q Sliding hydraulic system for preventative maintenance at landings.

q Open protocol design.
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Cabinet is usually located at the
lowest floor, can be positioned at
other floors through consultation
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= Standard Models (Single Entry)
C Number of Persons 8 10 13
% Load (kg) 630 800 1000
Car Width (mm) 1100 1350 1100 | 1400 | 1100 | 1400
H 1
i 4 | Car Depth (mm) 1400 1400 2100 | 1600 | 2100 | 1600
I T
f = f Door Opening (mm) 800 900 800 900 800 900
I — m—
Shaft Width (mm) * 1650 | 1800 1900 | 1900 & 1650 | 1950 | 1800 | 1950
( Shaft Depth (mm) * 1800 | 1800 1800 & 1800 | 2500 | 2000 | 2500 | 2000
Door Opening . )
‘ I Pit Height (mm) * 1200 1200 1200
‘ I | Headroom (mm) * 3400 3400 3400
* Recommended minimum, reduction can be achieved through consultation.
v Headroom inclusive of liting beam, positioned to utilise the space efficiently
Additional Information & Options
1 The drive system can also be right -handed.
1 Alternative doors available such as ficentre openingo. Door openings availabl

1 Our Hydratec M (machine room design) and Hydratec C (separate cabinet design) are also available.
1 We can engineer solutions for existing shafts or configurations which are beyond others.

1 We utilise many layouts, features and finishes, standard and bespoke to suit building design. Please liaise with our technica | d esign team.



TRACTION PASSENGER LIFTS

ELECTRATEC G ENERGY EFFICIENT

Cost - effective traction passenger lift designed to provide simple solutions for
differing building configurations. This product complies with all of the relevant
UK standards and regulations as of January 2015.

9 EN81 -1 Lift Directive.

9 EN81-70 DDA conformity.

il ENB81 -28 Remote communication conformity.

i Return to ground in the event of fire (Full EN81 -73 upgrade available)

il Building Regulations 2010 - Approved document M - Access to and use
of buildings

Main Features

Energy saving design, average 70% on conventional systems.

Facilitate recognition within BREEAM.

Machine room less design (integrated control cabinet).

8, 10 and 13 person lifts as standard.

Single entry, open through and adjacent solutions available.

Stainless steel car/landing doors and frames as standard.

900mm wide side opening doors as standard - two hour fire -rated.
Car and landing indicators at all floors.

Down collective control gearless technology.

Fault logging and event history for ease of maintenance.
All maintenance carried out at landings.

Open protocol design.
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[ shaft
[ | car/ Doors / Frames
Control Cabinet

Cabinet is usually located at the
highest floor, can be positioned

Shaft Width
at other floors or remote to the
Carwidh shaft through consultation
T
‘ Standard Models (Single Entry)
Ex - Number of Persons 8 10 13
’ ol B
\!z. Typical Single Entry zﬂ S é Load (kg) 630 800 1000
©
& Car Width (mm) 1100 1350 1100 1400
Car Depth (mm) 1400 1400 2100 1600
R 4
e Door Opening (mm) 800 /900 800 /900 800 /900
Shaft Width (mm) 1600 1900 1650 1950
’ 1 Shaft Depth (mm) * 1800 1800 2500 2000
I T T}
1 |
: R Pit Height (mm) * 1200 1200 1200
| ]
i L= Headroom (mm) * 3600 3600 3600
* Recommended minimum, reduction can be achieved through consultation.
Headroom inclusive of lifting beam, positioned to utilise the space efficiently

Door Opening

For larger or special lift solutions please see our premier

collection or liaise with our technical design team
Additional Information & Options

1 The drive system can also be right -handed.

1 Alternative doors available such as fAcentre openingo. Door openings availabl
1 We can engineer solutions for existing shafts or configurations which are beyond others.

1 We utilise many layouts, features and finishes, standard and bespoke to suit building design. Please liaise with our technica | d esign team.

1 This product and services are not affiliated, endorsed or certified by BRE Global or its affiliates (BREEAM).



FEATURES AND

BENEFITS

Edition 8/2015

Proven technology for over a decade P Emergency lighting inside car included P
Open protocol design P Emergency lighting to car top included P
Third party servicing components in UK P Drawing availability in 2 days P
No special programming tools required P Fast track delivery P
Re-programmable autodiallers P Highly skilled and trained workforce P
Simplicity of shaft construction P 12 months post installation maintenance P
Shaft scaffold included P Extended equipment guarantee (2 years) P
Shaft lighting included P Available with GSM (additional cost) P
STANDARD FINISHES
Car Walls Flooring Lighting Handrail Push Buttons Car Display

£ askans

Laminated Steel Rubber LED Spots Stainless Steel Oval Design Tri - Colour Blue
Stainless Steel Black Studded Recessed with with Black Grey Buttons Multi Feature
Effect (WK06) (FRO6) Emergency Light Supports to EN81 -70 Indication
F I N I S H ES P O RTFO L I O Note: All colours displayed are for guidance only and may differ slightly to the actual material colour.
CAR WALLS
Laminated Steel (our standard design)
Decorative laminated steel panels that provide
an aesthetically pleasing design. Hardwearing,
Wk17 WK1 Wk22 K27 WK28 Wk42 WKS? WKS8 easily cleaned, functional and cost effective.
CAR WALLS
Stainless Steel (optional at additional cost)
Stainless steel panels provide an alternative solution.
Pattern finish provides increased rigidity
wso1 WS06 ws11 ws16 ws21 WS26
CAR WALLS
Plastic Laminate (optional at additional cost)
Polished effect - Modern solution
wpP02 WP03 WPO7 wPo8 wp17 WP18 WP37 wp38 WP39 WP40 wp41 wp42
Special Bespoke Designs
CAR WALLS We can also offer wood veneer lift cars combining the
Plastic Laminate (optional at additional cost) ageless quality of real wood with modern finishes.
Wood Effect - Matt semi -polished finish We é!so.work -in c?njunction with designfar§ to offer
wp22 wp23 Wp24 wp25 Wp26 Wp31 specific lift car interiors for all types of buildings e.g.
architectural glass, special stainless steel or any
design concept.
FLOORING
FLOORING
Rubber R
Linoleum
(our standard design) .
(our standard design)
Note: FR11 additional cost
FROL FR11 FLO2 FLO3 FLO4
FLOORING FLOORING
PVC Granite
(optional at additional cost) (optional at additional cost)
FPOL FPO2 FPO3 FPO4 FPO5 FG27 FG28 FG29 FG30 FG31

Units 202/203, Towers Business Park, Wheelhouse Road, Rugeley, Staffordshire, WS15 1UZ
Tel: 01889 586781 Fax: 01889 572950 Email: info@liftsource.com Web: www.liftsource.com



